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Confidentiality

This document is issued by NFU Mutual Risk Management Services Limited (RMS) in confidence to the
Client on the strict understanding that they agree to keep confidential the existence / contents of this
document which must not be distributed or copied to any third party save as specifically provided for
below.

The Client may disclose / distribute / copy this document (a) within its respective company and affiliates
on terms which preserve confidentiality or (b) pursuant to an Order of the Court or by compulsion of law
or (c) to any of its professional advisors, auditors, brokers, insurers or regulators on terms which
preserve confidentiality or (d) where written consent is sought from and provided by RMS.

In the event that any third party comes into possession of this document in error and / or not in
accordance with this clause, it should not be viewed, considered, disclosed, copied or distributed. To do
so is strictly prohibited and may be unlawful. Instead, this document should be returned immediately to
RMS.

Scope of / limitations to this document

This document does not constitute nor should it be construed as constituting legal advice. It has been
prepared for information purposes only based on information / instructions provided to RMS by the
Client. To the extent that this document has been prepared following investigation / inspection of the
Client's property or premises, such inspection / investigation was necessarily limited to the parts of
property or premises which, in RMS's opinion, were reasonably accessible. For the avoidance of any
doubt, this document is produced by RMS on the assumption that any inspection / investigation of those
parts which have not been inspected, would not cause RMS to alter the contents of this document.

This document is prepared on the strict understanding that the Client accepts, without limitation, that
(a) it retains sole responsibility for compliance with all / any relevant health and safety legislation and /
or regulations and / or guidance which is in force / has been provided at the date that this document
was produced and (b) the provision of this document by RMS does not in any way amount to / evidence
compliance of any such legislation and / or regulations and / or guidance.

Terms and Conditions

NFU Mutual Risk Management Service Limited's terms and conditions can be found at
www.nfumutual.co.uk/rms/termsandconditions
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Risk Matrix

The following system gives a simple way to determine the relative importance of risks. It takes account
of the degree of harm (i.e. what is the worst likely outcome) and the likelihood of the event occurring.
This method also incorporates a judgement as to whether or not a risk is acceptable.

For each hazard identified for each task ask the question “what is the worst likely outcome?” — is it
Severe (e.g. fatality), Moderate (e.g. major injury or permanent disability including permanent ill health)
or Minor (e.g. a minor injury or plant damage)?

Next, make a judgment of the probability or likelihood of harm occurring:

LIKELIHOOD DESCRIPTION

Probable Occurs repeatedly / several times
Possible Could occur sometime

Remote Unlikely, though conceivable

Decisions as to whether or not action is needed can then be made by reference to the following matrix:

Severe

Moderate

Minor

Probable

By using a matrix such as this, the risk level can be determined and used to prioritise your controls.

Important Information:

These Risk Assessments have been produced as a draft and it is the Client’s responsibility to carefully
read these Assessments and amend as necessary so that (a) they accurately reflect the risks of the
business (b) the Control Measures stated are currently in place and (c) any Further Actions Required
can/will be implemented. These Risk Assessments must be reviewed if (a) circumstances change (b) a
significant incident occurs and (c) at regular intervals (annually is considered good practice).

In order to comply with the requirements of current health and safety legislation, you must action the
‘further measures’ that have been identified below. It is recommended that you address the
recommendations in order of risk priority i.e. High first, followed by Medium, then Low.

Please note these may not be all the hazards and risks requiring attention and you should examine all
work activities to assess risks and ensure that adequate control measures are in place.

Page 3 of 48



Classification: Confidential

Contents

W O N vk wWwN R

W W W W W W W W W W NN N N N NN NMNDNMDMDN P P R P R R R RR R
O 00 N O 1 Hp W N P O O W N O UL D W N PR O O OWLWNO UV M WNDN - O

Tractors & Tractor-mounted / trailed MachinerY.........c.eeocueieeeeiciee ettt ere e 6

LY [eTY oo o ol o - T o | 1= o3RRI 7

(Do d oY G A ot 1V | Lo £ TSRS 8

Removal of small trees by 360 EXCAVALON .......cccuiiiiiiiiiie ettt eetre e et e e sbre e e e e rae e e e eareee e enares 9

[DTU T Yo=Y g I ol <SP UNS 10

Groundwork (REAVY MAChINEIY) ....ccuie ettt e re s e et e e ste e e e e e sataesbaeesaneeans 11

2 U 1L Lo =T A O = 1Y [ ol = o (o IR 12

SNOW Clearance & GrittiNg.......ueiiiciiiiiiiiiie ettt e e e st e e e s aae e e e s bbee e e sabeeessnnbaeeeenarens 13

HIred Plant / IMAChINEIY .....c.uei ettt et et e e e et e e et e e tee e taeesateseeaeeesabeseaeeesareeennes 14
o FOE-EN0 LOBUEIS ...ttt b e s ht e st e e b e e s bt e sae e eab e e b e e beesbeesaeesarenane 14
. HEAZE / VEIZE CULLING .vecieeieeieectee ettt ettt te st e et e e b e e be e be e beesbeesbaesabeenteestaestsesasesasesnns 15
. COMDINE HANVESTEN ...ttt ettt s b e s ht e sttt et e b e s bt e s bt e eat e et e ebeesbeesaeesanesane 16
RG] =Y [ G- o 10T =P P O OPPTPPPPPTPPP 16
. Grain HandliNg & STOTMAZE ..uvviiiiiiiie ittt e e st e e s s bt e e e s sbteeessbeeeeesstaeeesnnseeeeanns 17
B O LT 1o I 211 S (2N 1Y ) SRR 18
. IVIULE (ATV) oottt e e e e s e e see s eeseseseeeeeesaeseeeeseeesessesseesesseeseeseseesens 18
. Baling, WrapPing & STOMAZ....cuuviieieiiieeieiiiee ettt e e e ecttee e e ectte e e e etteeeeebteeesebtseesestaeesesaeeaeasteeeesnssenananns 19
B oY =Y<L I o = V=T T = PPNt 20
Y | 514 T V- PR 21
. Pesticides & Hazardous Substances (Storage & USE) .......ccueeieeciieeeeciiiee ettt e et e etee e esareee e 22
B 1= T 1] = TSP P PP UR PR 23
o CNAINSAWS ..ttt b e s bt sttt e bt e s bt e eh e e ea bt et e e b e e bt e ehe e e ae e eat e et e e beenheenaeesareeane 23
VAV ZoTo Yo I o 1T o o 1T o3PS 24
. SEFIMIMETS [ BIUSH CUTTEIS wvveiiieiiiee ettt ettt e ettt e e sttt e e sttt eesseabaeessaateesssbeeessssseeessssbseesssssseessns 25
o RIAE-0N IMIOWENS. ...ttt sttt st e st e s be e e s a e e sbe e e sab e e s beeesmneesaneeesareesanes 25
. Trailed MOWELS / TOPPEIS weeveeveeetieereereeteesteesteestteebeesbeesteesteesasesabeeaseebeesbaesssessseesseenseentaestsesasesasesnns 26
. Portable EIectrical APPHANCES.......ciicuiiii ittt e e st e e e ette e e e s bte e e e s bae e e e sbaeeeesataeeeaans 26
o PreSSUIE WaShers ......oo ittt ettt et e s b e e sar e s ne e e s ar e e sne e e sareeeanes 27
Y [o] o =T 2 0 Y 1 ol o1 PPN 27
o WOTK OUESIOR ..ttt ettt e st e s bt e e s e e bt e e sar e e s me e e sabeesbeeesmneesaneeesareesanes 28
B oY VoAV Lo T g {1 = SEPR 28
. WOTK NEAI FOAUWAYS. . .eiiiiiiiieiciieee ettt ettt e e et e e eetr e e e s sbte e e s ebteeeesbtaeesenbteeeessseaeassstaeeeanssaeessnsseeesanns 28
Y o T g < L o 1T = o | USSR 29
. Non-integrated Working Platform.........couiiii ittt e e e s atr e e e s sataeeeeaes 29
B O 1= oV o ol =T 53U EEPRR 31
 WOTK NEAT WAteI ..ttt ettt et st e s bt e e s bt e s ae e e s ar e e s abe e e sabeeebeeesnreesneeesareesanes 32
B 1T o Vol [ o ¥ < PP PPPPPPPPPPPPRPPPPPRt 32
B 1 Tox ol Y RO EEPRR 32
. OVErhead POWEE CabI@s.....cocuiiiiiiieeiieet ettt sttt e s st st esbe e saeesane e 33

Page 4 of 48



Classification: Confidential

A0. BUIEA SEIVICES. c..uiitieiiiiiteett ettt ettt ettt et e st sae e st s bt e bt e bt e s b e e sbe e s st e e st e et e e sbeesbeesatesanesabeeabeenneennees 33
A1, FUEL OIS @TC..ccciiiiiiiiiiieeeeeeee e 34
R | =TT SPPTSTTPRI 34
R BT o o <Y o] F U 35
T oY [ [T Yo 3 OV 1 o V-SSP 36
L C - [ OO OPPPPPP 36
I 1o </ T o T3S 37
A7. VERICIE MOVEMENTS ...eiuiiieiieiiie ettt ettt st s e et e e s bt e e bt e e sabeesbeeesabeeebeeesabeesaneeesabeesanes 37
48. Driving 0N PUDBIIC ROGAS ..cocueviiieeciiiie ettt ettt e e et e e e eata e e e s ata e e e easaeeeensaaeessnsseeeeannseeean 38
LS IV - o TUF= Y I =T Vo |11 Y-SR 38
50. REPELITIVE WOTK .eveiiiiiiiii it ettt ettt ettt e e ettt e e e et e e e e s bte e e e sbteeeesabeeeeesstaeessastaeesssteeessnssneessnns 39
N YA o T 4T ] o PO U PP P PSSP PPRRPPRRPRTTOON 39
Y N o T = PSPPSR PPOPPPPROt 39
L R 6 L= =T a1 |17V - ORI 40
54, Veterinary Treatments ..o, 40
R o o] g [o] A (ol BT E=T- 1Y PP PU PO PPPPTOPPPROt 41
56, THIFA Parti@s . ...eoeeeieeiie ittt ettt e et e s bt e sb e e sat e st e e be e be e s bt e smeesmeeemeeenteenreens 41
57. BUilding Mainte@nance WOTK ........ceiiiuiiiiiiiiiee ettt stte e e sttt e e st e e s sbte e e e s ebteeessabtaeessbeaeessnssaeessnns 42
B8, WIFAIE ..ttt ettt et e s bt e hb e e sa b e e s be e e s bt e s bt e e hte e s be e e eabeesabeeenbeesabeeenareas 43
D0, ASDESEOS ...ttt b et e e bttt e ehe e eh e e sa bt et e e bt e be e bt e bt e eheeeaeeeteenreen 43
60. COMMEICIAI LETS .nveiiieriieiee ettt sttt ettt e s e s st st e st en e e s e smeesmeesmeeenneenneens 43
BL. OFFICE WOTK ...ttt ettt ettt et e s bt e she e sat e st e e b e e beesbeesbeesaeeemeeenteeseens 44
A ST ] A\ T PP PRR PR 44
LS T 0o o o = o1 o 53T PPN 44
64. Worker ACCOMMOTAtION . ..oiiieiiiiieiie ettt ettt e bt e s bt e st e st e s be e be e beesbeesaeeeateenteeeeens 45
L3 T = PP 45
66. VUINEIADIE PEISONS .....eiiiiiiieieeteeeee ettt ettt ettt st r e smeesme e saeeeneeneens 46

Page 5 of 48



Classification: Confidential

Risk Assessments

Last Review date: 16" January 2020
(Version 7)

Client’s Name: J. Rayner & Sons Ltd. Date of assessment: January 2014 Next Review Due: January 2021

Area being assessed: All activities Assessor’s name(s): Colin Rayner in conjunction with NFU Mutual Risk Management Services

Persons
at Risk *

Initial Residual

Level of Further Precautions Required Risk
(PPE - personal protective equipment) Risk Rating

Hazard & Risks Current Controls

Identified

Potential Hazard / Task
or Activity

Striking people or
objects

Falling from vehicle or
machinery

Entanglement with
moving parts, contact
with moving or sharp
parts

Overturn, crushing
High pressure
injection

Noise, dust, vibration

Contact with
overhead power lines

Serious injury and
possible death.

1. Tractors & Tractor- = Staff training & competence.
mounted / trailed = Safe stop procedure if leave cab
Machinery

All tractors cabbed; filters fitted.

Roll-over protection & seat belts fitted. Seat belt policy in
place; signs displayed in vehicles.

Power to machinery disengaged when accessing the
machine etc.

Guarding of machinery & equipment; checked pre-use.
PTO guards with restraining chains; checked pre-use.

Power Input Connector (PIC) cover or shield fitted on
tractors

Mobile phones carried

Maintained & serviced; full records held.

Trailed items parked with pick-up shoe when not in use.
Safe hitching & unhitching.

Aware of risk of hydraulic leaks

Safe speeds on road; dependant on load/width etc.

No passengers carried unless on approved seat.

Check field for power lines, ditches etc. before starting
work

Avoid taking mud on road where possible; cleared where
needed using road sweeper & signs displayed.
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Site assessments where needed.
On-going assessment of PTO Guards;
replace damaged guards straight
away. Ensure restraining chains fitted.

Continue to remove keys from ignition
when not in immediate use.

Keep accurate and full servicing and
maintenance records.

Ensure agreement over who is
responsible for clearing mud on road
where contracting.

Ensure seat belts are worn for all
vehicle operations.

Ensure operators aware of speed
limits on public roads. Max. 25mph (if
width under 2.4m and no trailed
attachments).
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Persons iti i
Potential Hazard / Task Hazard & Risks isk * Current Controls il . . Res!dual
or Activit Identified at Ris . . Level of Further Precautions Required Risk
Y 1@ (PPE — personal protective equipment) Risk Rating
2. Telescopic Handlers =  Formal training certificates held. Refresher training
maintained.

= A Written Scheme of Examination (WSE) carried out
annually; 6 monthly for equipment used to lift people
(with working platform).

Striking people or = Not used around other people unless segregated as far as
objects practical.
Falling objects = Rest breaks to reduce fatigue
Entanglement, = Cab kept free from rubbish.
moving parts, = Safety boots & PPE worn
crushing .

=  No passengers allowed in cab.
Overturn = Keys removed from ignition when not in immediate use =  Highvisibility clothing to be worn if
Overhead power lines =  Tyres maintained and inspected working near moving vehicles.
or overhead = Vehicle braking maintained = Daily/weekly maintenance checklists
obstructions . - . . are recommended.

X | X | X | = Roll-over protection and falling object protection. Seat
Noise, dust, vibration belt fitted and worn = Ensure refresher training completed
. - as required.

Serious injury and =  Serviced & maintained; checked before use for visible g
possible death. defects =  Continue to ensure seatbelts are worn
Overturn is not = Guarded moving parts. for all operations.

confined to steep
slopes. 50% of
overturn accidents
occur on slopes of 10° = Keep away from ditches, overhead power lines /
or less and half of
these on slopes of 5°
or less.

= Check attachments locked in place before use.

= Check goods before lifting to ensure stability.

obstructions
= Flashing beacons fitted.

= Warning signs displayed in yards.
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Potential Hazard / Task

or Activity

Diggers / Excavators

Hazard & Risks
Identified

Striking people or
objects

Falling objects or
working close to
edges / slopes

Entanglement,
moving parts,
crushing

Overturn

Overhead power lines
or overhead
obstructions

Noise, dust, vibration

Persons

at Risk *

E

C

Vv

Current Controls

(PPE — personal protective equipment)

Operators competent and certified. Authorised in
writing.

Pre start safety checks.

Inspected and maintained in accordance with
manufacturer’s instructions. Full records kept.

Site assessment of work area and ground conditions.
Method statement for works agreed prior to
commencing.

High vigilance maintained if other vehicles operating in
area. Boundaries agreed in advance.

Not operated around third parties; banksman if needed.

Adequate clearance ensured in all directions if near
buildings, structures or other machinery. Operators are
aware of tail swing. Clearance allowed and safe working
zone established.

Barriers erected where necessary to ensure no entry to
hazard areas by third party.

Precautions taken to locate and mark overhead and
underground services. Information on services requested
prior to start of work. No work undertaken near live
overhead cables; at least 15m away.

No lone working for higher risk work, e.g. near water.
Ensure machine stability at all times.
Safe working load not exceeded

Precautions taken to locate and mark overhead and
underground services.

Appropriate PPE worn as necessary.
All works agreed in advance.
Mobile phones or radios carried.

First aid kits carried.
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Initial
Level of
Risk

Further Precautions Required

Site risk assessment & method
statement produced where required,
e.g. for high risk work, complex sites
etc.

Ensure refresher training completed
as required.

Residual
Risk
Rating
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Potential Hazard / Task

or Activity

Removal of small
trees by 360
Excavator

Hazard & Risks
Identified

Contact with moving
parts.

Crushing
Overturn

Collision with objects
or people

Falling objects and
falling in trench/ hole

Failure of lifting
mechanisms

High pressure
injection from
hydraulics

Contact with
overhead power
lines.

Lone working
Ground collapse

Noise, dust, vibration

Persons

at Risk *

E

C

Vv

Current Controls

(PPE — personal protective equipment)

Operators competent and certified.

Pre start safety checks.

Inspected and maintained in accordance with
manufacturer’s instructions. Full records kept.

Pre-start site assessment of area and ground conditions.
Precautions taken to locate and mark overhead and
underground services. Information on services requested
prior to start of work. No work undertaken near live
overhead cables; at least 15m or two tree lengths away
whichever is the greater.

Method statement for works agreed prior to start. Work
planned and communicated with all present.

High vigilance maintained if other vehicles or third
parties operating in area. Boundaries agreed in advance.
Not operated around third parties; banksman if needed.
Stop work if approached. Barriers and signs erected
where necessary to ensure no entry to hazard areas.
Adequate clearance ensured in all directions if near
buildings, structures or other machinery. Operators are
aware of tail swing. Clearance allowed and safe working
zone established.

Loads not slewed over persons or other vehicles; safe
operating zone established.

Bucket and load capacity not exceeded. Safe load
indicator fitted.

Ensure machine stability at all times.

Not used on excessively steep or unstable ground. Site
assessment prior to work assesses ground conditions.
Safe working load not exceeded.

Roll over protection and falling object protection fitted.
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Initial
Level of
Risk

Further Precautions Required

On-going site assessment

Residual
Risk
Rating



Classification: Confidential

Potential Hazard / Task
or Activity

Hazard & Risks
Identified

Persons
at Risk *

E

C

Vv

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Noise & dust exposure reduced by cab. Windows / doors
kept closed during operation.

Operators practice safe stop if leave cab.

Safety boots and appropriate PPE worn as necessary.
High visibility clothing worn.

5. Dumper Trucks

Striking people or
objects

Falling objects or
working close to
edges / slopes

Entanglement,
moving parts,
crushing

Overturn

Noise, dust, vibration

Operators competent and certified.

Pre start safety checks.

Regular inspection and maintenance regime. Record held
Appropriate PPE worn as necessary.

Site assessment of work area and ground conditions.

Method statement for works agreed prior to
commencing.

High vigilance maintained if other vehicles operating in
area. Boundaries agreed in advance.

Pedestrians and third parties kept clear. Barriers /
segregation based on site assessment.

Safe operating speeds.

Only operated within vehicle capabilities.
Controls only operated from seat.

No passengers carried

ROPS fitted. Seat belt worn during operation.
Ensure loads do not obstruct vision.

Truck level and handbrake on when being loaded.

No loading with driver in position where risk of falling
objects.

Safe stop procedure followed.

Handbrake engaged for tipping.

Skip in horizontal position at all times except when
tipping.
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Further Precautions Required

Site risk assessment & method
statement produced where required,
e.g. for high risk work, complex sites
etc.

Ensure refresher training completed
as required.

Ensure seatbelt worn during all
operations as per policy.

Residual
Risk
Rating
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Hazard & Risks
Identified

Potential Hazard / Task

or Activity

6. Groundwork (heavy
machinery)

Vehicle movement

Slips, trips & falls
Falls from height
Falling objects

Manual handling,
repetitive work

Contact with
dangerous parts of
machinery.

Noise

Dust

Vibration

Overturn.

Persons

at Risk *

E

C

Vv

Current Controls

(PPE — personal protective equipment)

Operators competent and certified. Authorised in
writing.
Site assessment of work area and ground conditions.

Method statement for works agreed prior to
commencing.

High vigilance maintained if other vehicles operating in
area. Boundaries agreed in advance.

Care taken when machinery operated on gradients. Stay
within vehicle operation limits.

In cabbed plant; doors and windows kept closed to
protect against noise and dust.

Seat belts worn where fitted.

Fore loaded equipment kept in low position when
travelling so as not to obstruct vision.

Suitable PPE such as overalls, non-slip safety boots, eye
protection, dust masks, gloves worn as needed.

Use guarded & maintained machinery; checked pre-use.
Area segregated from third parties where required.

Tools and equipment in good condition and suitable for
use.

Good housekeeping on site.

Damp down dust if required; damping down equipment
available.
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Initial
Level of
Risk

Further Precautions Required

Site risk assessment & method
statement produced where required,
e.g. for high risk work, complex sites
etc.

Keep inspection and maintenance
records for all machinery &
equipment.

Residual
Risk
Rating
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Hazard & Risks
or Activity Identified

Potential Hazard / Task

7. Bulldozer / Crawler
Tractors

Striking people or
objects

Falling objects or
working close too
edges / slopes

Entanglement,
moving parts,
crushing

Overturn

Fatigue, musculo-
skeletal disorders

Noise, dust, vibration

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Operated by competent, trained & authorised workers
only.

Site assessment of work area and ground conditions.

Method statement for works agreed prior to
commencing.

High vigilance maintained for other vehicles operating in
area. Boundaries agreed in advance.

Pedestrians and third parties kept clear. Barriers /
segregation as needed.

Safe stop procedure.

Care taken when operated on gradients. Stay within safe
operation limits for vehicle.

Cab and windows kept closed during operation to protect
against noise and dust.

Seat belt worn where fitted.

PPE available and worn as required dependent on task.
Adequate breaks taken.

Machinery maintained and serviced; hired equipment.
Checked before use by operator.

Blade kept in low position when travelling so as not to
obstruct vision.

ROPS & FOPs fitted.

Vehicle kept secure when not in immediate use.
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Further Precautions Required

Site risk assessment & method
statement produced where required,
e.g. for high risk work, complex sites
etc.

Keep full and accurate service and
maintenance records.

Residual
Risk
Rating
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Persons iti i
Potential Hazard / Task Hazard & Risks isk * Current Controls initial . . Res!dual
Y Identified at Ris . . Level of Further Precautions Required Risk
Y E ¢ v (PPE — personal protective equipment) Risk Rating
8. Snow Clearance & = Only competent / experienced operators carry out work.
G"t'“g ‘ = Tractors maintained and routine checks undertaken.

= Seat belts worn.

= Tractors and equipment fitted with road lights and
flashing amber beacons.

=  Equipment maintained & checked pre-use.
= Private roads / car parks only; no public road clearance.
=  Signs used to warn road users where necessary.

= Cold weather and high-visibility clothing provided and

worn.
Impact, falls from = Safety footwear and gloves provided and worn.
height, road traffic bile oh o
accident. Mobile phone carried.

. = Operators check-in / out when working outside normal
Injury to member of

public X X hours. = On-going assessment of site &
= Heaters fitted within tractor cabs conditions by operators.

:g:;i\:ils::‘:gld = Four wheel drive tractors of adequate horsepower for

ambient the machines are used.

temperatures = Third parties kept away from operations in car parks, etc.

= Hours of work monitored; adequate rest breaks.

=  Weather conditions monitored to ensure safety. Work
would be stopped if risk too great.

= Airport work strictly controlled & monitored by airport
operators.
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Persons

. . Initial Residual
Potential Hazard / Task Hazard & Risks at Risk *

Level of Further Precautions Required Risk
(PPE — personal protective equipment) Risk Rating

Current Controls

or Activity Identified

E C V

o. Hired Plant /

A Falling from vehicle or
Machinery &

machinery, slips
and trips

Entanglement with
moving parts, contact
with moving or sharp
parts

Overturn, crushing
High pressure

injection from
hydraulics

Operators competent and certified for machinery hired.
Authorised in writing.

Hire from reputable suppliers who ensure equipment
inspected and maintained in accordance with
manufacturer’s instructions.

Pre start safety checks by operators to include guards,
emergency controls etc. Do not operate if any defects.

Machinery operated within safe working limits.

Operators aware of heights / widths / speed restrictions
etc.

Safe stop procedure for all equipment & machinery.

10. Fore-end Loaders

Striking people or
objects

Falling objects

Entanglement,
moving parts,
crushing

Overturn

Overhead power lines
or overhead
obstructions

Road traffic accident

Trained & competent operators.

A Written Scheme of Examination (WSE) in place as
required under the Lifting Regulations.

Not used around other people unless segregated as far as
practical.

Keep away from overhead power lines / overhead
obstructions

Keys removed from ignition if not in use & left
unattended.

Pre-use checks carried out.

Serviced & maintained; checked before use for visible
defects.

Guarded moving parts

Check attachments locked in place before use.
Check goods before lifting

Wear high visibility clothing if working near moving
vehicles.
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On-going assessment of site &
conditions by operators.

Obtain manufacturers’ / suppliers’
safety documentation where possible
& ensure operators have access to this
during use.

Ongoing examination as required
under the Lifting Regulations where
fore-end loaders used for lifting
operations.
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Hazard & Risks
Identified

Potential Hazard / Task
or Activity

11. | Hedge / Verge
Cutting

Road traffic accident

Ejected materials /
debris

Being hit by cutting
head or machine arm
as it moves

Injection of high-
pressure oil from
damaged hydraulic
hoses or couplings

Debris on road
causing hazard to
other road users

Persons
at Risk *

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Trained & competent operators.

Tractor fitted with flashing beacon

Tractor windows guarded.

Hedge cutters guarded; guards & skirts checked pre-use.
Maintained & serviced; records kept.

Flails and fixings securely attached; check for missing /
damaged pre use.

Clear debris from paths and roads as soon as practicable.
Carried out at quieter times on the roads where possible.
Safe stop if leave tractor cab

Seat belt fitted and worn.

High visibility clothing worn for roadside work.

Do not carry out maintenance on the hedge cutter with
the cutting arm raised unless the arm is properly
supported.

Use stands or props when arm removed from tractor
Keep third parties clear; stop work if approached.

Tractor is at least the minimum weight recommended by
the hedge cutter manufacturer. Use ballast as necessary.

Inspect hedges before starting to cut and remove
obvious debris.

Work at safe speeds

Road signs displayed as needed to warn and direct traffic.
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Further Precautions Required

Prepare a safe working procedure
when work needs to be done near

overhead power lines.

Residual
Risk
Rating



Classification: Confidential

Hazard & Risks
Identified

Potential Hazard / Task
or Activity

12. Combine Harvester

Noise, dust, overhead
power lines, fire

Striking people,
objects or buildings,
road traffic accident

Persons
at Risk *

Initial
Level of
(PPE — personal protective equipment) Risk

Current Controls

Staff competence & training.
Remove dust regularly and carry a fire extinguisher
Mobile phone & first aid kit carried

Escorted on roads when needed; headers taken
separately.

Check location of overhead lines and hazards before
work

Guarded, serviced & maintained
Access ladder, hand-holds.
Ram jacks if work under header

Power disengaged before entry to tank, key held in
worker's pocket.

Cab door kept shut whilst in use
Correct aids used for handling knives.

Safe cleaning and blockage clearing procedures in place,
including isolation of power.

PPE worn as needed

Children & third parties kept well away at all times; stop
work if approached.

13. | Grain Carting

Entanglement, noise,
dust, vibration,

Moving vehicles.

overturn, power lines.

Carried out by competent staff

First aid kit available

Avoid tipping trailers near overhead power lines.
Check augers guarded & working before loading.
Sheet trailers at ground level if required.

COSHH assessment for grain dust.
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Further Precautions Required

On-going assessment.

On-going assessment
Ensure dust masks to FFP2 standard
are available during grain operations.

Residual
Risk
Rating



Classification: Confidential

14.

Potential Hazard / Task
or Activity

Grain Handling &
Storage

Hazard & Risks
Identified

Grain dust, falls from
height, contact with
machinery, fire,
rodents

Confined space

Noise, manual
handling

Persons
at Risk *

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Staff training & awareness.
Electrical testing & servicing of machinery & equipment
Dust masks (to EN149 FFP2) & PPE worn as appropriate.

Limited exposure to noise / dust by reducing time spent
inside stores.

Rodent control carried out.

On-floor storage and external silos/bins only.
Natural ventilation.

Equipment, fans etc. enclosed / guarded
Ladders secured & checked.

Bottom section of ladders on silos removed when not in
use and secured.

Gantries, platforms & catwalks are fitted with safety rails.
Hoops fitted on ladders.

Stores shut when unattended and kept secure.

Fire extinguishers provided.

No regular entry by staff into any dangerous confined
spaces.

Avoid entry into bins and silos where possible; emptied
and fully ventilated prior to entry.

Safe working procedure for confined space entry. No
lone working. Emergency procedures in place & staff
trained.

Isolate power to augers etc. where needed e.g. prior to
entry into bins.
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Further Precautions Required

Train staff in safe system of work /
Permit to Work for all confined space
work.

Residual
Risk
Rating



Classification: Confidential

Persons Initial Residual
Potential Hazard / Task Hazard & Risks at Risk * Current Controls s SSiauE

Level of Further Precautions Required Risk

or Activity Identified ey (PPE — personal protective equipment) Risk Rating

15. | Quad Bike (ATV) = Staff competence & formal training.
= Keptin secure building when not in use.
= Key removed when left unattended

= Serviced & maintained; records kept.
Overturn, falls from

" D
vehicle, striking 0 not carry passengers

pedestrians or fixed . PPE worn as appropriate to task.

objects = Helmet provided and worn during use.

Objects falling from X X | = Mobile phones carried. = Monitor use of helmet to ensure use.
vehicle = Operated at safe speeds.

Noise, vibration =  Keep to towing capacity & drawbar loading limit.

Hazardous substances = Loads only towed from the hitch point

=  Nounder 18’s operate

= Full PPE if use with trailed / mounted sprayer.

16. | Mule (ATV) =  Staff competence & training.
= Passengers only permitted in passenger seats; not in
rear.
Overturn, falls from
vehicle =  Seat belts fitted & worn.

striking pedestrians = PPE worn specific to task.

or fixed objects *=  Mobile phone carried

. . X X iad i .
Objects falling from . Loads carried in rear are secured as necessary & evenly L Keep training records.

vehicle distributed; not over-loaded.

Noise, vibration = Operated at safe speeds.

=  Keys removed when not in immediate use.
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Classification: Confidential

Hazard & Risks
Identified

Potential Hazard / Task
or Activity

17. | Baling, Wrapping &
Storage

Entanglement
Moving vehicles
Falling bales
Falls from height
Dust, moulds
Manual handling

Fire, spontaneous
combustion of hay

Noise

Being pulled into
chamber at pickup

Being pulled into mac
hine when re-
threading

Poor bale core /
uneven bales

Persons
at Risk *

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Staff competence & awareness of risks.

Balers guarded and checked pre use. Fire extinguisher
carried.

Safe system for clearing blockages and rethreading baler,
loading wrapper etc.

Safe stop procedure.
Avoid baling wet or damp hay / straw.

No smoking or ignition sources when baling or near
stacks.

Safe stacking & de-stacking procedures.

No storage below power lines.

Regular checks on stacks. Stacking systems to ensure
stability.

Bales moved mechanically using telehandler.

Natural ventilation; low dust levels.

Third parties prohibited from area during baling /
wrapping & from stacking areas.

PPE worn as necessary, e.g. dust masks, gloves etc.
Good personal hygiene
Rodent control in place.

Avoid climbing on bale stacks; safe sheeting procedures
where required. Work planned prior to commencing.
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Further Precautions Required

Ongoing assessment.

Residual
Risk
Rating



Classification: Confidential

18.

Potential Hazard / Task
or Activity

Forage Harvesting

Hazard & Risks
Identified

Striking people,
objects, road traffic
accident

Noise, dust, vibration,
fire

Overhead power lines
Entanglement,

contact with moving
parts

Contact with moving
parts

Falling from harvester

Being trapped under
the header or injured
by the header falling
from transport trailer

Being injured by
mechanisms

Mud on road

Persons
at Risk *

Current Controls

(PPE — personal protective equipment)

Experienced and competent operators.
Modern harvesters in use.

Harvesters maintained and serviced in accordance with
manufacturer’s instructions.

Mobile phone carried
Escorted on roads when needed
Guarded machinery; guards checked prior to use.

Use purpose-designed access. Access ladder, hand-holds
used; no climbing on machinery.

Ram jacks if work under header.

Safe cleaning and blockage clearing procedures in place;
safe stop procedures followed.

Cab door kept shut during operation; filtered cab.

Seat belts fitted and worn.

PPE worn as needed

Keep third parties away; stop work if approached during
operation. Aware of location of any footpaths or public
access across work sites.

Follow correct procedures for transferring header on and
off transport trailer.

Take care when reversing, on slopes, near ditches, power
lines etc.

Regularly clean engine and around belts & pulleys.

Mud on Road signs available and used as required. Road
sweeper used to regularly clear any mud deposits from
roads at field access points.
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Initial
Level of
Risk

Further Precautions Required

Ongoing assessment.

Residual
Risk
Rating



Classification: Confidential

19.

Potential Hazard / Task
or Activity

Silaging

Hazard & Risks
Identified

Striking people or
objects

Road traffic accident

Falling from vehicle or
machinery

Entanglement with
moving parts, contact
with moving or sharp
parts

Overturn, crushing

Contact with
overhead power lines

Manual handling
Toxic gases

Serious injury and
possible death.

Mud on road

Persons
at Risk *

Current Controls

(PPE — personal protective equipment)

Experienced machinery and tractor / trailer operators.

Trailers not overloaded; checked pre-use. Appropriate
placarding and lights in place for on-road use.

Good access routes to clamp locations ensured.

In-field clamps; no bunding or retaining walls. Sides
battened appropriately; access by front slope which is
maintained within tolerable limits for machinery
operation. Sides raised / consolidated using excavator
arm.

Machinery operators aware of overturn risk and ensure
adequate distance from sides maintained at all times.
Seatbelts worn. Cabbed vehicles.

Clamp sheeting applied by hand; sheet rolls positioned
mechanically and rolled out. Workers positioned in a safe
location at all times. Non-slip safety footwear worn.
Avoid clamp work when weather conditions increase slip
risk.

External locations with good natural ventilation; low risk
of toxic gases.

Completed clamps fenced to prevent third party access.
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Initial
Level of
Risk

Further Precautions Required

On-going assessment.

Ensure all workers involved in
construction and consolidation of the

clamps are aware of the roll-over risks.

Ensure good communication at all
times between operators.

Residual
Risk
Rating



Classification: Confidential

Hazard & Risks
Identified

Potential Hazard / Task
or Activity

20. | Pesticides &
Hazardous
Substances (Storage
& Use)

Contamination of
people or
environment

Irritation to
respiratory system.
Eye and skin damage.

Allergic reaction, toxic
dependant on
substance in use

Many adverse
reactions to
chemicals can occur
after several years of
exposure and cause
acute problems, such
as asthma, dizziness,
muscular spasms

Overhead power lines
Overturn

Slips & trips

Persons
at Risk *

E C V

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Spraying carried out by trained workers (PA1 / PA2 etc.).
NRoSO registered spray operators.

Chemical store bunded & kept secure. Storage off the
floor.

The store is frost-free, ventilated & lit.
Hazard warning sign displayed.
Fire extinguisher provided.

Protective clothing used in accordance with product in
use.

Only approved substances used.

Empty containers triple rinsed, drained & stored securely
before contractor disposal.

COSHH Assessments

Stock levels controlled; not over-stocked.

Spill kit available. Emergency plans displayed.

Spray records kept including wind direction & strength
Buffer zones & LERAP’s in place

Chemicals mixed where not liable to cause pollution.
Personal hygiene / washing facilities.

Sprayer controls are within cab.

Travel first aid kits carried

Avoid spraying over / near to foot paths during busy
periods.

Field assessed for hazards before spraying, e.g. power
lines

Stock records kept & linked to chemical safety data
sheets.
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Further Precautions Required

Consider displaying ‘warning this area
has been sprayed’ signs in fields with

public access based on risk of product.

Carry eye wash when spraying.

Occupational health questionnaire
advised for any staff spraying.

Residual
Risk
Rating



Classification: Confidential

Persons Current Controls Initial Residual

. LI .&.RISkS at Risk * Level of Further Precautions Required Risk
or Activity Identified (PPE — personal protective equipment) Risk Rating

Potential Hazard / Task

E C V

Regular checks on storage
arrangements should continue.
Ensure required notifications are
made to HSE and local fire service.

Noise, contact or
entanglement with
saw blade, kick back.

Slips and trips on
debris or ground.

Dust, fire from
refuelling, falling
branch, vibration

21. | Fertiliser Staff awareness of risks

Lifting arm on fertiliser spreaders included in LOLER
examination schedule.

Explosion, fire, . . .

contamination, Fertiliser kept in well-ventilated store.

pollution. Spillages cleared up immediately

Large quantities Stored where not liable to cause pollution.

ingested may give PPE used; gloves, dust masks etc. as needed.

g?stromtestl.nal Field & stock level records kept.

disorders & in

extreme cases Washing facilities provided.

(particularly in No smoking near stores

children) formation of . N .

. Fire extinguishers available

methaemoglobin &

cyanosis. COSHH assessments
HSE & fire service notified.
Signs displayed at storage locations and at farm
entrance.

22. | Chainsaws Experienced & trained operators

Work within competence at all times or contractors used.

Full PPE worn (dungarees, helmet, gloves, ear defenders,
visor, boots)

Lone working avoided.

Area segregated from people & signs displayed where
needed

Mobile phone and first aid kit to hand.

Not in prolonged use. Anti-vibration handles mounts,
grips. Trigger time calculated for hand arm vibration
exposure; maximum time not exceeded.

Chain catcher, silencer, guide bar rails, side plates, front
& rear hand guards fitted & maintained.

Safe access equipment; no climbing.

Continue refresher training every 2-3
years.

Undertake specific risk assessment
and safe working procedure for higher
risk work.

Monitor hand-arm vibration exposure.
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Classification: Confidential

23.

Potential Hazard / Task
or Activity

Wood Chippers

Hazard & Risks
Identified

Entanglement with
moving parts

Contact with moving
or sharp parts

Wood dust

Noise

Persons
at Risk *

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Competent, trained & authorised staff only.

Follow manufacturer’s instructions; risk assessment /
safe procedures obtained from manufacturer where
possible.

Operate only from operator position.
Guards always in place & checked before use.
In-feed control bar and guards checked prior to use.

PTO guard & restraining chains in place for PTO driven
equipment & checked prior to use.

PPE worn — gloves, safety boots, hearing protection, dust
mask, eye protection, head protection.

Warning signs displayed on equipment.

Equipment sited on firm level ground and checked for
stability.

Discharge chute positioned away from work areas and
paths/roads.

Regularly remove debris from around chipper.

Push sticks used where appropriate.

Not used around third parties; barriers used where
necessary.

Disengage & isolate power prior to clearing any
blockages.

No lone working.

Maintained in accordance with manufacturer’s
instructions.
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Further Precautions Required

On-going assessment

Residual
Risk
Rating



Classification: Confidential

Potential Hazard / Task

or Activity

Hazard & Risks
Identified

Persons
at Risk *

E C V

Initial
Level of
(PPE — personal protective equipment) Risk

Current Controls

parts.
Noise
Vibration
Pollen

Work outside

24, Strimmers / Brush Staff training & competence; awareness of risks.
Cutters PPE (helmet, visor, ear defenders, safety boots, gloves)

CE marked, guarded machinery

Grass pollen, .

machinery injury / Not operated around 3rd parties

entanglement, noise, X X Equipment serviced / maintained

vibration Equipment not in prolonged use; breaks taken as

Ejected objects necessary. Trigger time calculated for hand arm vibration
exposure; maximum time not exceeded.
Harnesses used to support weight of equipment.

25. | Ride-on Mowers Staff training & competence

Keep away from third parties
Safe stop procedure

Striking people or Power stops when leave seat

objects Roll-over protection fitted unless under low obstructions,

Falling from seat, e.g. trees

overturn Power disengaged when accessing, allow run down of

Entanglement with cutting mechanism

moving parts, contact Guarding of equipment —fixed guards covering dangerous

with moving or sharp | x X moving parts

Hire equipment; maintained; records available.

Equipment selected is suitable to each job; requirements
assessed prior to selection.

Key removed from ignition
Mobile phones carried
PPE worn; hearing protection, safety boots, high viz etc.

Not operated around third parties; stop work if
approached.
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Further Precautions Required

Ongoing assessment.

Monitor hand-arm vibration exposure.

Ongoing assessment of work site &
specific risk assessment / method
statement where necessary.
Ensure keys are removed from the
ignition when not in use.

Residual
Risk
Rating



Classification: Confidential

Hazard & Risks
Identified

Potential Hazard / Task
or Activity

26. | Trailed Mowers /
Toppers

Striking people or
objects

Ejected blades, flails,
attachments or debris

Contact with
blades or flails,
drive mechanism

Persons
at Risk *

E

C

Vv

Initial
Level of
(PPE — personal protective equipment) Risk

Current Controls

Trained, competent & authorised operators.

Avoid use around other people; stop work if approached.
Safe stop for maintenance or if need to approach mower
Guarded by fixed & ‘stand-off’ guards.

Device (e.g. skirts) to stop ejected debris visually checked
prior to use & maintained.

Equipment checked before use.

fire

Clearing block- . . .
PTO guards and restraining chains checked prior to use.
ages while the machi | X | X | X g & P
neisin motion Take extra care if working on slopes.
Overturning when mo PPE worn if needed including gloves when handling
wing slopes & banks. blades etc.
Slips and trips Ensure replacement blades and parts are to
manufacturer’s specifications.
!—hgh E)ressure Staff aware of the rundown time for blades and cutting
injection )
mechanism
Noise, vibration Planned maintenance procedures and records kept.
27. | Portable Electrical Staff training & awareness
Appliances Formal portable appliance testing regime in place.
Some battery operated or low voltage
= Suitable for work environment
Guarded, CE marked tools
Shock. burns. risk of Only used within manufacturer’s specification; do not
4 ) X X

exceed equipment limitations.

Visual checks by staff before use.
Damaged equipment taken out of service
Most are low risk tools in use.

Equipment used within manufacturer’s specifications and
intended purpose at all times.

PPE worn as appropriate to equipment and task, e.g. eye
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Further Precautions Required

Ongoing assessment of work site &
specific risk assessment / method
statement where necessary.

Continue to ensure PAT testing is
undertaken on a regular basis.

Residual
Risk
Rating



Classification: Confidential

Potential Hazard / Task

or Activity

Persons

Hazard & Risks at Risk *

Identified
E C V

Current Controls

(PPE — personal protective equipment)

Initial Residual
Level of Further Precautions Required Risk
Risk Rating

protection, mask, ear protection, gloves etc.

28.

Pressure Washers

High pressure
injection, slips & trips | X

Falls from height

Diesel operated pressure washer in use.
Operated in well-ventilated area away from 3rd parties

PPE worn as needed, gloves, safety boots, waterproofs
etc.

Good personal hygiene
Maintained equipment; checked visually prior to use.

Steps available for cleaning high vehicles; no climbing on
vehicle.

29.

Slopes, Banks,
Ditches

Slips / overturn of
machinery —e.g.
tractors, mowersetc. | X | X | X

Roll-over protection fitted on all machinery

Hire machinery selected based on site assessment of
required work.

Seat belts fitted on all machinery and worn for all
machinery operations; seat belt policy in place.

PPE worn appropriate to work undertaken; high visibility
clothing, non-slip boots etc.

Staff training & awareness

Get information from customer on any on-site hazards
prior to work commencing.

Site assessment undertaken prior to any contract work
being agreed.

No work across banks; work up and down banks as
appropriate to machinery and gradient; select low gear &
slow speeds.

Keep away from ditches; leave 2 metres from top of ditch
bank to nearside wheel track.
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= |[f electrical equipment used, ensure
regular check on equipment by
electrician and always operate with
RCD protection on supply.

= Ongoing assessment of work site &
specific risk assessment / method
statement where necessary.

=  Remind workers regularly of seatbelt
policy.




Classification: Confidential

. . Persons
Potential Hazard / Task Hazard & Risks at Risk *

or Activity Identified

Initial Residual
Level of Further Precautions Required Risk

Current Controls

Ec v (PPE — personal protective equipment) Risk Rating

30. | Work Outside

UV radiation (skin
burns, skin cancer)

Extremes of

temperature,
dehydration,
hyperthermia

Stings, bites, pollen

Staff awareness & training

Wet / warm weather clothing provided and worn as
needed.

Adequate rest breaks taken

Work arranged to avoid work outside during adverse
weather if possible

Safety footwear worn

Would enquire on health for any new staff.

31. | Lone Working

A s L3
TR} S

Iliness, injury.

Staff not receiving
prompt treatment

High risk work not undertaken by lone workers if possible
Mobile phones used & carried on person

Know where staff are during the day and what activities
planned

Staff text at start & end of work / day; followed up if no
text.

Tractors & telehandlers fitted with trackers.

32. | Work near roadways

o gty - ‘ﬂ.“\

"'\\ >
i\ e
o W

A

Being struck by
a moving vehicle
Slips and trips

Staff training & awareness; minimal roadside work.

Assessment of the task to establish control measures to
protect both staff & other people / road users.

Work area segregated from traffic or people if needed,
use cones / traffic control signs & precautions as
required.

High visibility clothing worn when working on roads or
near moving vehicles.

Signs displayed if needed.

Flashing beacons on vehicles
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Use sun screen lotions as needed
(factor 30)

Wide brimmed hats advised during
the summer.

Ensure regular contact through day.

On-going assessment & monitor
procedures are being followed.

Complete specific risk assessment for
any roadside job to establish controls
required.

Monitor wearing of high visibility
clothing when working near moving
vehicles.




Classification: Confidential

Potential Hazard / Task
or Activity

Hazard & Risks
Identified

Persons
at Risk *

E

C

Vv

Initial
Level of
(PPE — personal protective equipment) Risk

Current Controls

33. | Working at Height Work within competence

Avoid work at height where possible.
Avoid ladders where possible; working platform used. All
ladders hired from reputable company; ladders certified.
No work on suspected fragile roofs. Contractors used.
Work is risk assessed and safe working procedure put in
place.

Falls from height Avoid lone working at height.

Falling objects Ladders and all access equipment is checked before use

Slips and trips, X X Non-slip footwear worn.

manual handling, Good housekeeping in work area.

extreme weather Avoid work at height in wet, icy or windy conditions.
Little manual handling at height required.
Prevent access to area below to avoid risk from falling
objects.
Vehicles have adequate access steps, handholds & guard
rails.
Fragile roof signs displayed on buildings with fragile
materials.

34. | Non-integrated Overturn Telescopic handler operators formally trained
Working Platform Failure of lifting Operators of the working platform trained.

mechanisms Used for short duration / non-routine tasks only.

Falls from height 6 monthly inspection of working platform and Telescopic

Crushing / trapping % | x| x handler under LOLER. Certificates kept on file.

between platform Maintenance of working platform in accordance with

and a structure and / manufacturer's recommendations. Records kept.

orin thg lifting Pre-use checks carried out by the operator.

mechanism
A locking device is installed at both heels of the fork arms

Falling objects and locking pins are chained to the platform.
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Further Precautions Required

Remove and destroy all damaged or
disused ladders to prevent use.
Undertake specific risk assessments
and safe working procedure for all
higher risk work at height.

Compile a ladder register and
implement an inspection regime.
Record checks.

Remind operators to use “Safe Stop” if

they have to leave the working
platform unattended (Apply the
parking brake; lower the platform to
the ground; make sure the controls
are in neutral; stop the engine;
remove the keys).

Develop and train staff in a rescue
plan — ensure a ground operative
knows how to manually lower the
basket.

Residual
Risk
Rating



Classification: Confidential

Persons Initial Residual
Potential Hazard / Task Hazard & Risks isk * Current Controls s . . es! s
o dentified at Ris Level of Further Precautions Required Risk
or Activity Identifie Sy (PPE — personal protective equipment) Risk Rating

Collision between = The side shift is locked in the mid-position.

vehicles and access = Thetilt mechanism is locked so that the floor of the cage

equipment with other is horizontal

vehicles, pedestrians ’

or objects =  Platform is fitted with top rail, mid rail and toe boards

and an inward opening gate.
Contact with or arcing P €8

from Overhead Power = Safety harness anchorage points fitted within the cage.

Lines (OHPLs) = Afull body harness used, with a short restraint lanyard

secured to a suitable anchorage point within the basket
for work involving reaching out or on uneven ground.

Risk of falling ¢ . .
increased in adverse The platform is not raised above 6m.
weather conditions =  Telescopic handler sited on firm and level ground, taking

into account ground features, presence of drain covers,
wet, icy or loose ground etc.

=  Not used near to water courses, on slopes or near drops.

=  Platform kept tidy and free from clutter, tools etc.

= PPEis provided and worn as appropriate.

= Whereitis used in vicinity of members of the public the
area is cordoned off using hazard tape or cones.

=  Not used within 10m horizontal distance of overhead
power lines.

=  The safe working load (SWL) and maximum number of
people displayed and not exceeded.

= Work avoided where possible during high winds or rain.

= Work carried out in daylight hours if possible or
adequate lighting provided.

= The parking brake is applied and the controls placed in
neutral. Telescopic handler is not moved whilst the
platform is elevated.

=  Telescopic handler operator remains at the controls
whilst the platform is elevated.
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Classification: Confidential

Persons

. . Initial Residual
Potential Hazard / Task Hazard & Risks at Risk *

Level of Further Precautions Required Risk
(PPE — personal protective equipment) Risk Rating

Current Controls

or Activity Identified

E C V

35. | Cherry Pickers

Overturn
Entrapment
Falls from height
Falling objects

Collision between
vehicles and access
equipment

Contact with
overhead power lines

Risk of falling
increased in adverse
weather conditions

Minimal use. Hired in as required.
Not used near to water courses, on slopes or near drops.

Those operating the cherry picker have been formally
trained and have a certificate of competence.

Hire company responsible for maintenance and LOLER
inspections.

Pre-use checks carried out by the operator.

Platform not used where there is a risk of trapping
underneath fixed structures.

Platform sited on firm and level ground, taking into
account ground features, presence of drain covers, wet,
icy or loose ground etc.

Outriggers extended and chocked before raising the
platform.

A full body harness used, with a short restraint lanyard
secured to a suitable anchorage point within the basket,
when work involves reaching out or is on uneven ground.
Platform kept tidy and free from clutter, tools etc.

PPE is provided and worn as required.

Where the cherry picker may be struck by vehicles or is
used in vicinity of members of the public the area is
cordoned off using hazard tape or cones.

Not used within 10m of overhead power lines.

The safe working load (SWL) is displayed and is not
exceeded, including maximum number of people.

Work at height avoided where possible during high winds
or rain.

Work carried out in daylight hours if possible or
adequate lighting provided.
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Remind operators to use “Safe Stop” if
they have to leave the working
platform unattended (Apply the
parking brake; lower the platform to
the ground; make sure the controls
are in neutral; stop the engine;
remove the keys).

Develop and train staff in a rescue
plan — ensure a ground operative
knows how to manually lower the
basket.




Classification: Confidential

. . Persons
Potential Hazard / Task Hazard & Risks at Risk *

or Activity Identified

Initial Residual
Level of Further Precautions Required Risk

Current Controls

Ec v (PPE — personal protective equipment) Risk Rating

36. | Work near Water
??\ AP Drowning

) Slips & trips
Machinery overturn

Biological disease

Lone working

Trained competent staff aware of risks.

No lone working for work near water. Life jackets
provided where appropriate to work.

Maintain 2m from bank when using machinery where
possible.

Safety / non-slip footwear worn.
Good personal hygiene

PPE worn dependant on task.

37. | Fencing

Scratches to skin,
Tetanus, splinters,
manual handling,
weather, slips & trips

Erection by trained staff

Check equipment before use

Use mechanical aids where possible.

PPE; gloves, safety boots etc.

Good personal hygiene

Chose suitable weather to do work where possible.

Barrier off area if needed.

38. | Electricity

Danger Shock, burns, fire,
electrocution, arcing,
overload from rodent
attack or dampness

Modern electrical systems at main site & principal farm
sites.

Maintained by NIC-EIC electricians

Programme of inspections in place for fixed electrical
installations.

All electrical work certificated.

IP55 / IP56 rated to prevent water & dust getting into
sockets.

30mA RCD fitted in all areas.
Covers on electrical cabinets.
Visual checks by staff, test RCDs

Vulnerable cables within conduits.
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Complete specific risk assessment for
any waterside job to establish controls
required.

Check area before commencing work
for risks such as overhead power lines
etc.

Ensure contractor vetting is
undertaken as required.
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Potential Hazard / Task
or Activity

Hazard & Risks
Identified

Persons
at Risk *

E C V

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

39. | Overhead Power Cables in yard at Berkyn Manor Farm have been buried.
Cables Staff would enquire on location of overhead cables for
any new site; asked in advance where possible
Staff training and awareness
Staff aware of height of machinery being operated.
Signs in high reach vehicles
Arcing, contact, flash- Safe system of work
°?’er' tipping trailers, Staff aware of emergency action.
high reach
equipment. X No tipping, stacking, etc. under or near overhead power
. lines. Minimum 10m horizontal distance.
High reach
equipment, stacks
under lines etc.
40. Staff training & awareness
Safe working procedures
Check location before excavation or digging
Cable locating devices used where necessary.
Electrocution, gas . .
explosion, fire, x X Aware of location of services before work starts, marked
drowning on map / plans.
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Further Precautions Required

Follow HSE guidance, ‘Working safely
near overhead power lines’

Undertake specific risk assessment
and safe working procedures for all
excavations.

Residual
Risk
Rating



Classification: Confidential

Hazard & Risks
Identified

Potential Hazard / Task

or Activity

41. | Fuel, Oils etc.

Environmental
pollution, slips and
trips, dermatitis

Persons
at Risk *

Current Controls

(PPE — personal protective equipment)

Fuel tanks & bowser bunded
Qil store bunded.
Kept secure when not in use

Fire extinguishers available & carried when transporting
fuels.

Spill kit available & carried to site

COSHH assessment

PPE, e.g. gloves available

Waste oil collected and disposed of safely.

Petrol kept in small quantities only within approved fuel
cans.

Underground petrol tank at Berkyn Manor Farm has
approved licence.

Cans secured in upright position when transported.

42. Fire

o |
Smoke inhalation,
burns, loss of life

Building collapse,
faulty electrics,
ignition sources near
combustibles, etc.

Fire extinguishers provided; replaced annually.
Staff training / awareness

Maintained electrics

Smoking not permitted on site.

Fire exit routes maintained.

Fire risk assessment in place.
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Initial
Level of
Risk

Further Precautions Required

Ongoing assessment and licencing.

Complete recommendations identified
in fire risk assessment for Berkyn
Manor Farm.

Ideally wall-mount fire extinguishers.

Residual
Risk
Rating
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Classification: Confidential

Potential Hazard / Task Hazard & Risks
or Activity Identified

43. | Workshop

Slips & trips,
Manual handling,

Machinery &
equipment,

Entanglement,
moving parts,

Fire,
Flammable liquids,

Dermatitis, contact
with chemicals

Falls from height,
Compressed air,

Moving vehicles,
vehicle fumes;

Falling objects;

Electricity

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Staff training & competence for all equipment used.
Adequate lighting, ventilation & heating

Floor surfaces are maintained

First aid kit provided

Equipment guarded & maintained.

Chuck guard fitted on pillar drill.

PPE provided and worn

Avoid ‘hot work’ repairs on fuel tanks.

Compressed air lines fitted with safety nozzles. WSE
under Pressure Regulations in place.

Lifting equipment has WSE under LOLER in place.
Fire extinguishers provided

Limited work at height; avoid where possible.
Workshop secured if not in use.

Maintained electrics

3rd parties kept clear; warning signs displayed.

Avoid manual handling where possible; mechanical
handling or handling aids available.

Safety information displayed.
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Further Precautions Required

Ensure bench grinder tool rests
adjusted to within 3mm.

Store flammable liquids in metal, fire-
proof cabinet.

Maintain good housekeeping to
reduce slips & trips.

Ideally fire extinguishers should be
wall mounted.

Replace damaged chuck guard on
pillar drill.

Ensure all hoses (compressed air,
welding, etc.) are checked regularly
for signs of damage and splitting.

Residual
Risk
Rating



Classification: Confidential

Persons Current Controls Initial Residual

at Risk * Level of Further Precautions Required Risk
(PPE — personal protective equipment) Risk Rating

Hazard & Risks
Identified

Potential Hazard / Task

or Activity
E C V

44. | Welding & Cutting Only competent workers carry out welding. Formal

training attended
Natural ventilation; welding in large space or outside.
Welding visors, gloves, goggles, overalls, dust masks etc.
worn
Third parties kept clear

Fumes, fire, splatter, Welding gas cylinders stored on trolley assemblies.

explosion, arc eye, Acetylene assembly fitted with hose check valves and

burns, infra-red

L flashback arresters.

radiation
Spare welding gas cylinders stored in external cage.

Acetylene liable to I .

o Warning signs displayed.

form shock-sensitive

explosive acetylides Equipment checked for damage / wear pre-use.

with copper and silver Hoses and regulators changed as needed. Regulators at

and certain other least every 5 years.

metals. .
Not used near flammables or combustible or battery
charging area.
Inspection carried out after use to check for hot spots /
smouldering.
Limited spare cylinders held; quantities kept to a
minimum.
‘Acetylene’ warning sign displayed on workshop door.

45. Limited gas cylinders in use. Monitor and remove any

Explosion, fire,
asphyxiation

unnecessary cylinders.
Secure, external cage used for storage. Signs displayed.
Fire extinguishers available.

Remove any old / disused cylinders from site.
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Consider replacing oxy-acetylene with
oXy-propane.

Ensure regular checks on condition of
oxy-acetylene assemblies; keep
records of annual inspection.

Site oxy-acetylene set near workshop
door for quick removal in the event of
a fire.

Ensure good ventilation and wear RPE
to control exposure to welding fume.

Monitor tenants’ storage
arrangements at Berkyn Manor Farm.
Ensure emergency procedures in place
for fire, leak, explosion.




Classification: Confidential

Persons Initial Residual
Potential Hazard / Task Hazard & Risks at Risk * Current Controls s SSiauE

Level of Further Precautions Required Risk

or Activity Identified ey (PPE — personal protective equipment) Risk Rating

46. | Slips & Trips = Nons-slip safety footwear worn
= Regular checks on housekeeping

= Adequate lighting provided in yards, buildings & work

sites.
SI'PI’?EW oglwet floors, = Suitable access routes ensured on all work sites. = Continued housekeeping vigilance.
railing cables, poor ) ] )
housekeeping, X | X | X| = Spillages cleared up immediately = Minimise / reduce storage of obsolete
obstructions on floor. =  Maintenance of floor surfaces equipment at Berkyn Manor Farm.

= Floors kept tidy, clean and dry.
= Avoid trailing cables.

= Bins and skips to keep site tidy; good waste management
in place.

47. Vehicle Movements = Only trained & authorised staff operate vehicles.
= Drivers maintain high level of vigilance at all times.

=  Safe pedestrian routes provided where possible; = Remain vigilant for third parties when

restricted pedestrian access. on client sites; erect barriers if

= Warning signs displayed at owned sites.
= Speed limit at Berkyn Manor Farm.
= High viz clothing provided; mandatory at Berkyn Manor

necessary.
= High visibility clothing to be worn if
working around moving vehicles.

Farm and as per site rules when contracting.

Striking pedestrians, .
. &P .- =  Work area segregated if needed. . . .
objects or buildings, x| x| x . = Continue to improve pedestrian safety
road traffic accident =  Banksman used where needed. Banksman training .
4 at Berkyn Manor Farm. Provide

overturn provided to all workers who may act as banksman. )
protected routes where possible; and

Monitor use.

= Maintained road systems; regular repairs as needed.

. . . . . install barriers across buildin
= Mirrors & lights fitted on vehicles; flashing beacons on &

pedestrian entrances / exits that open

tractors and plant. ) )
directly onto traffic routes where

= Flashing amber beacons fitted on large vehicles / plant. ]
. . . possible to do so.
=  Follow all applicable site traffic controls when on

customer sites.
=  For complex contract work site assessment would

include traffic route management & control.
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48.

Potential Hazard / Task
or Activity

Driving on Public
Roads

Persons

Hazard & Risks at Risk *

Identified
E C V

Road traffic accidents,
bad weather, health
problems, fatigue,
distraction, fire

Initial
Level of
(PPE — personal protective equipment) Risk

Current Controls

Staff competence & appropriate licences held. Licences
checked every 6 months; records held on file.

Vehicles serviced & MOT’d as appropriate.

Lights and placarding as appropriate; flashing beacons on
agricultural vehicles and road sweepers.

Mobile phones not used while driving unless hands free.
Seat belts worn at all times.

No smoking in vehicles.

Driver awareness of load carried; even weight
distribution ensured. No over-loading of vehicles /
trailers. Loads secured before driving off.

All gas cylinders, fuel cans etc. secured safely in rear of
vehicle prior to journey. Spill kits carried when
transporting chemicals, fuels etc. Fire extinguishers
carried when transporting fuels.

High visibility clothing worn or carried in cab.

Driver assessment of road conditions; unnecessary
journeys avoided in hazardous conditions.

49.

Manual Handling

Back injuries, muscle
strain, injuries to
hands and feet X

Mechanical handling used where possible to avoid
manual handling

Safe lifting techniques; manual handling training /
information provided as part of induction.

Wheelbarrows, trolleys, sack trucks & team lifting where
needed

PPE — gloves & safety boots provided.

Staff aware not to lift beyond capacity & ask for help
when necessary.

Floors / work areas kept clean and clear.

Adequate lighting ensured in work area.
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Further Precautions Required

Undertake regular, recorded vehicle
safety checks.

Ensure driver aware of emergency
procedures in case of road traffic
accident, fire, explosion, fuel leak, gas
leak etc.

Ensure operators aware of relevant
speed limits on public roads. Max.
25mph for agricultural vehicles (if
width under 2.4m and no trailed
attachments).

Formal trailer brake testing
programme required.

In-house training should be given for
any specific higher risk tasks

Residual
Risk
Rating



Classification: Confidential

Persons Initial Residual
Potential Hazard / Task Hazard & Risks at Risk * Current Controls s SSiauE

Level of Further Precautions Required Risk

or Activity Identified ey (PPE — personal protective equipment) Risk Rating

50. | Repetitive Work =  Staff awareness & training

-, . = Noissues identified to date.
Repetitive strain

injuries X =  Repetitive tasks monitored. *  On-going assessment
=  Job rotation where needed & adequate rest breaks
taken.
51. | Vibration = Staff awareness & training

=  Don’t use vibrating tools or machinery for prolonged

periods; generally work broken up or regular change of
=  On-going assessment.

tasks.
. = Review vibration assessment
) . . = Adequate rest breaks taken during longer spells of . )
Vibration white . . . . calculations when new equipment
fi hole bod operating vibrating equipment.
inger, whole body X o . ) purchased.
vibration =  Low vibration equipment used where possible; new

=  Continue to ensure equipment

equipment selected to ensure lower vibration levels. ) o
regularly serviced and maintained to

= Suspension seats fitted in vehicles. minimise vibration

= Higher risk hand-held equipment, e.g. hedge cutters,
chainsaws etc. has been assessed and maximum trigger
time identified. Do not exceed exposure maximums.

52. Noise = Staff awareness & training.

=  Hearing protection (ear defenders or disposable

earplugs) available and worn as appropriate.

= Signs displayed (e.g. on equipment). *  On-going assessment.

= Follow ‘Buy Quiet’ purchasing policy

Hearing damage, = Exposure limited by time; generally no prolonged )
. . . . for new equipment.
masking warnings, x exposure to noisy equipment.
icati . . . = Carry out assessment of noise
- cc?mmunlcatlon = Machinery undergoes regular maintenance & service. ¥ ]
| —— hindrance exposure when operating grounds

= Lower noise equipment used / purchased where

] . . maintenance equipment, e.g.
possible; battery operated equipment available.

chainsaws, strimmers, etc.
= Cab doors and windows kept shut while vehicles

operating e.g. tractor, telehandler.

= Noise meter to determine noise levels.
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Classification: Confidential

Potential Hazard / Task
or Activity

Hazard & Risks
Identified

Persons
at Risk *

E

C

Vv

Current Controls

(PPE — personal protective equipment)

injured livestock
could increase the
risk as they are more
likely to be
aggressive.

53. | Cattle Handling Staff who work with livestock are competent /

experienced.
Minimal handling of stock; low stock numbers.
Good husbandry techniques

Muscle strain, bites, Avoid unnecessary handling.

kicks, crush injuries Livestock normally moved by herding / encouragement

Zoonotic disease « | x| x Good livestock handling facilities in place, race, open /

. adjustable crush.

Manual handling
No lone working when handling.

Slips & trips

P P 3rd party access restricted
PPE & safety footwear worn
Fencing is kept maintained and regularly inspected.
54. | Veterinary Competent & authorised staff only.
Treatments ] Some formal training.
r I/ Livestock movement, Only carry out work within staff competence or carried
: & g injections or contact
. X out by vet.
e/t K with hazardous
£ o substances, zoonotic Work under direction or supervision of vet as necessary
disease. Vet medicines kept away from public access and secure.
Treating sick or « | x Safe disposal of sharps.

Good husbandry techniques

Minimal quantities of veterinary products held / used.

Read labels before use. Record number, dose rate, date.

First aid provision
Good hygiene & washing facilities

PPE worn as appropriate to treatment.
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Initial
Level of
Risk

Further Precautions Required

Ensure animal escape procedure in
place.

Workers involved in cattle handling
should ideally attend appropriate
training.

Ideally display warning sign on
medicines cabinet.

Ensure vaccines / medicines are stored
in dedicated fridge. Do not use fridge
which contains food or drink for
human consumption.

Residual
Risk
Rating



Classification: Confidential

Persons Initial Residual
Potential Hazard / Task Hazard & Risks at Risk * Current Controls s SSiauE

Level of Further Precautions Required Risk

or Activity Identified (PPE — personal protective equipment) Risk Rating

E C V

55. Zoonotic Disease

From livestock,
gates, waste
contaminated
surfaces etc.

Now wash
your hands

No eating, drinking, smoking when handling livestock or
animal waste.

Good personal hygiene

Washing facilities provided; wipes in vehicles.
PPE provided; gloves, masks, overalls etc.
Staff training / awareness

COSHH Assessment

56. | Third Parties

Injury to third

Mud on road
causing hazard for
other road users

Safety and security measures considered constantly.

Farms & buildings kept secure as possible; gates to
Berkyn Manor Farm.

Steps taken to prevent members of the public,
particularly children and all other unauthorised persons
from accessing work areas, e.g. barriers, fencing etc.

Visitor inductions & information provided.

struck.

Stop work if approached.

Tools and equipment kept secure.

Keys removed from vehicles when not in use /
unattended.

Warning signs displayed at all owned locations.
Additional signs displayed at Stubbings when high vehicle
movements.

Public footpath signs maintained.

Avoid taking mud on road where possible; cleared where
needed using road sweeper; signs used.
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On-going assessment.

On-going assessment and additional
control measures as required.

Ensure third party safety included in
any site/task specific risk assessments

party
AT . undertaken.
Public liability insurance in place.

j . . . Ensure housekeeping improved at
Injury or Where works could eject debris into public areas, screens ) pIng Imp )
aggression to staff . farm locations and all stored items are

. or other measures taken to prevent persons from being ) ]
from public stable and secured against falling

items or toppling. Large tyres to be
laid flat.

Improve fencing around dangerous
buildings and monitor to ensure no
access to hazardous areas.

Ensure the perimeter fence at Berkyn
Manor Farm is secure to prevent
unauthorised entry.
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Hazard & Risks
Identified

Potential Hazard / Task
or Activity

57. | Building
Maintenance Work

Slips, trips & falls
Work at height
Dust & fume

Flammable liquids

Falling objects

Manual handling,
repetitive work

Hazardous substances

Persons
at Risk *

E C V

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Low risk work only undertaken by competent staff.
Contractors used where outside of staff competence.

All electrical and gas work by certified contractors.

Where necessary suitable PPE such as overalls, eye
protection, dust masks, gloves worn.

Use safe access equipment; no roof work.

Avoid work at height where possible, e.g. long-handled
paint rollers.

Any flammables kept secure

Area segregated from members of the public / tenants if
required

Safety, non-slip footwear worn.

No lone working for high risk work. Regular contact
through day.

Staff check tools and equipment in good condition and
suitable for use.

Good housekeeping during works; waste cleared
immediately

When using hazardous substances, supplier instructions
complied with.

Adequate ventilation ensured

Area vented to dissipate fumes before bringing it back
into use where necessary.

Comply with Building Regulations

Skip for waste disposal as needed

Third party access to work sites prevented; controls put
in place dependant on site assessment.

No tools or hazardous equipment / substances left
accessible on site when unattended.

Page 42 of 48

Further Precautions Required

On-going assessment of the task at
hand.

Record risk assessments for work at
height or other work of significant risk

Residual
Risk
Rating
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Hazard & Risks
Identified

Potential Hazard / Task

or Activity

58. | Welfare

Slips, trips, stress, lack
of welfare facilities

Current Controls Initial
Level of
(PPE — personal protective equipment) Risk

Toilet facilities & rest facilities provided at main locations

and temporary facilities provided where required.

Existing facilities available at most work sites.

Washing facilities available; wipes provided in vehicles.

Adequate rest breaks taken. .

Regular communication with all workers.

Foreign workers registered with local GP at start of
employment.

H & S Law poster & Employer’s Liability certificate
displayed.

59. | Asbhestos

A

Asbestos related

® iliness due to
disturb inhalation of dust
Rep | caused by

disturbance

Further Precautions Required

On-going assessment

Asbestos survey undertaken and management plan in
place.

Staff aware of risks and would stop work if suspected
asbestos found during contract work.

Nominated workers trained in asbestos awareness.

Licensed asbestos contractors used where necessary for
any contract work involving asbestos.

Locations of asbestos are labelled.

60.
Slips, trips

Moving vehicles

Fire, Explosion

Electricity

Poor building
maintenance

On-going vigilance

Formal lease agreements

Tenants given information on site rules, procedures,
risks, PPE requirements etc.

Electrical wiring responsibility of tenant within own units .
Buildings & external areas maintained -
All shared areas kept tidy and free of obstructions.
Designated parking areas

Tenant responsible within their unit for health & safety
All units self-contained, no internal shared areas

No smoking in buildings

Maintained access

Request confirmation that tenants
have completed fire risk assessments
& request key findings.

Co-ordinate emergency arrangements.

Ensure tenancy agreements cover
responsibilities for electrical safety
and periodic testing, fire risk
assessment, general H & S etc.
Ensure safe storage of gas cylinders &
monitor external storage areas for
safety & safe stacking etc.
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Residual
Risk
Rating
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. . Persons
Potential Hazard / Task Hazard & Risks at Risk *

Current Controls Initial Residual
o e Level of Further Precautions Required Risk
Clatikag Identified (PPE — personal protective equipment) Risk Rating

61. | Office Work =  Filing cabinets & shelving etc. maintained in good
working order

=  Adequate heating & lighting

Slips & trips, = Visual checks on electrical equipment

repetitive strain . . .

L . = Workstations laid out ergonomically.

injuries, electricity, X e On-going monitoring
manual handling, =  Adequate sockets; avoid trailing cables

stress = Portable appliance testing programme in place.

=  Workstation assessments completed for office-based

workers.
62. | First Aid = First aid kits provided in workshop, farm office &
tractors.
=  Eyewash provided. = Ensure first aid kits are adequately
Slips, trips, accident & « <l " Staff have attended EFAW training; refreshed on rolling stocked and that regular checks are
illness programme. made.
= Accident book held in office = Continue with refresher training.
= Washing facilities provided.
63. | Contractors =  Contractor vetting system in place.
= Risk assessments & method statements requested where
" appropriate.
- =  |nsurance details requested.
Injury to staff, L . S . -
i customers and xlxlxl" All contractors sign in / out of farm office. Site induction = On-going monitoring of work for
visitors given. safety.
= Contractor procedures in place and copy of visitor rules
given.

= Supervision where necessary.
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Fotential Hafa_rd S Hazard _&_Risks :te:i;?i SUfEnEContion L:ar:/ittailacljf Further Precautions Required Re;:::al
or Activity Identified (PPE — personal protective equipment) Risk Rating
64. | Worker = Checked pre-use for condition and safety. Checklist
Accommodation completed.
= Gas cylinders stood on even ground, away from risk of
impact by vehicles, and secured against toppling.
= Gas Safety checks undertaken annually.
=  Fixed electrical systems inspected regularly.
= PAT testing for any electrical equipment provided.
=  Smoke alarms & CO alarms provided and tested at . Display emergency procedures.
Fire, poor building occupation. = Any upholstered furniture provided
maintenance, = Manual fire bell provided adjacent to accommodation. should be fire-retardant, or treated.
electricity, gas, slips & | x = Fire extinguishers provided; fire blankets provided in *  Ensure adequate spacing between
trips each unit. caravan units to limit fire spread.
= Workers given briefing on emergency procedures. =  Ensure adequate access steps are
=  Ensure adequate safety arrangements in place for when provided.
children are staying in the caravan accommodation, e.g.
garden area fully fenced.
65. | Stress = Noissues identified to date.
=  Regular communication.
Stress, anxiety, = Employer’s liability insurance.
depression, heart X = Welfare facilities provided. =  On-going assessment
disease etc.
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Persons Initial Residual
Potential Hazard / Task Hazard & Risks at Risk * Current Controls s SSiauE

Level of Further Precautions Required Risk

or Activity Identified ey (PPE — personal protective equipment) Risk Rating

66. | Vulnerable Persons =  Young people under the age of 18 have individual risk
assessments completed.

= Children are not encouraged onto the premises unless
expressly authorised & strictly supervised; staff remain

Lack of experience, vigilant for presence of children on customer sites.

training for young = No new or expectant mothers currently employed.

persons. = Migrant workers employed generally have acceptable

Pregnant women X X command of English. Documents / instructions are
translated where necessary.

. Undertake individual risk assessments

where relevant.
Migrant workers.
= Instructions are verbally translated.

= Migrant workers with less spoken English are paired with
good English speakers.

= Work is supervised to ensure a good understanding of
the procedures can be demonstrated prior to any work
alone.

SIBNEA: i e Name: Colin Rayner (Director) Date: 16 January 2020

Reviewed: 10 January 2018 (Version 5)

Reviewed: 5" February 2019 (Version 6)

Reviewed: 16" January 2020 (Version 7) (minor amendments only)
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Declaration

Staff should sign below to record that they have been made aware of the contents of relevant Risk Assessments
and will comply with the Control Measures detailed.

Print Name Signature
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